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(57) ABSTRACT

A method for producing a graphie material for an electrode
material for lithium ion batteries, including a step for exo-
thermically graphitizing a carbon material by directly passing
an electric current therethrough. The carbon material has an
compact powder resistivity of 0.4 Q-cm or less when com-
pressed to a density of 1.4 g/cm?, has an angle of repose in the
range of 20° to 50° inclusive, and has a particle size (D90) in
the volume-based particle size distribution measured using
laser diffraction of 120 um or less. The average surface inter-
val (d002) of a surface (002) of the carbon material after
graphitization, measured using x-ray diffraction, is in the
range of 0.3354 nm-0.3450 nm inclusive.
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1
METHOD FOR PRODUCING ELECTRODE
MATERIAL FOR LITHIUM ION BATTERIES

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a National Stage of International Appli-
cation No. PCT/JP2012/007037 filed Oct. 19, 2012, claiming
priority based on Japanese Patent Application No. 2011-
232290 filed Oct. 21, 2011, the contents of all of which are
incorporated herein by reference in their entirety.

TECHNICAL FIELD

The present invention relates to a graphite material.

BACKGROUND ART

As a power source of a mobile device, a lithium ion sec-
ondary battery is mainly used for the reason of'its high-energy
density and long cycle life. The function of the mobile device
or the like is diversified, resulting in increasing in power
consumption thereof. Therefore, a lithium ion secondary bat-
tery is required to have an increased energy capacity and,
simultaneously, to have an enhanced charge/discharge cycle
characteristic. Further, there is an increasing demand recently
for a secondary battery with a high output and a large capacity
for electric tools such as an electric drill and a hybrid auto-
mobile. In this field, conventionally, a lead secondary battery,
a nickel-cadmium secondary battery, and a nickel-hydrogen
secondary battery are mainly used. A small and light lithium
ion secondary battery with high energy density is highly
expected, and there is a demand for a lithium ion secondary
battery excellent in large current load characteristics.

In particular, in applications for automobiles, such as bat-
tery electric vehicles (BEV) and hybrid electric vehicles
(HEV), a long-term cycle characteristic over 10 years and a
large current load characteristic for driving a high-power
motor are mainly required, and a high volume energy density
is also required for extending a driving distance, which are
severe as compared to mobile applications.

In the lithium ion secondary battery, generally, metal oxide
such as lithium cobaltate and lithium manganese; and com-
posite oxide thereof are used as a positive electrode active
material, a lithium salt is used as an electrolyte, and a carbon-
aceous material such as graphite is used as a negative elec-
trode active material.

Graphite used for a negative electrode active material is
classified into natural graphite and artificial graphite.

Generally, natural graphite has advantages of low cost and
high capacity due to its high crystallinity. However, as natural
graphite has a scale shape, if natural graphite is formed into a
paste together with a binder and applied to a collector, natural
graphite is aligned in one direction. When an electrode made
of such a material is charged, the electrode expands only in
one direction, which degrades the performance of the elec-
trode such as current characteristics and cycle life. Spherical
natural graphite, which has been made by granulating natural
graphite to be formed into a spherical shape, is proposed,
however, the resulting spherical natural graphite is aligned
because of being pulverized by pressing in the course of
electrode production. Further, as a demerit of high crystallin-
ity, the surface of the natural graphite is active, and hence a
large amount of gas is generated during initial charging,
which decreases an initial efficiency and further degrades a
cycle life. In order to solve those problems, Japanese Patent
publication No. 3534391 (U.S. Pat. No. 6,632,569, Patent

30

35

40

45

55

2

Document 1), etc. propose a method involving coating artifi-
cial carbon on the surface of the natural graphite processed
into a spherical shape. The material produced by this method
can address a high-capacity, a low-current, and an intermedi-
ate-cycle characteristic required by the mobile applications,
etc. However, it is very difficult for the material to satisfy the
requests such as a large current and an ultralong-term cycle
characteristic of a large battery as described above. In addi-
tion, natural graphite has a problem relating to quality stabil-
ity because it contains a large amount of metallic impurities
such as iron.

On the other hand, regarding artificial graphite, first, there
is exemplified a mesocarbon microsphere-graphitized article
described in JP 04-190555 A (Patent Document 2). This is a
well-balanced negative electrode material, and is capable of
producing a battery with a high capacity and a large current.
However, it is difficult to achieve the cycle characteristics for
along period of time which are required for a large battery due
to problems such that the conductive contact of the electrode
powder with each other tends to degrade.

As the artificial graphite, articles obtained by graphitizing
petroleum, coal pitch, coke, and the like are available at a
relatively low cost. However, a satisfactory crystalline needle
coke tends to align in a scale shape. In order to solve this
problem, the method described in JP 3361510 B2 (EP
0918040 B; Patent Document 3), etc. yield results. This
method can allow the use of not only fine powder of an
artificial graphite raw material but also fine powder of natural
graphite, or the like, and provides high capacity and excellent
properties for a conventional graphite for a small lithium ion
secondary battery. However, an improvement in productivity,
a reduction in production cost, impurity management,
improvements in cycle characteristics and storage character-
istics, and the like toward an increase in use amount are
indispensable to the satisfaction of characteristics required in
automobile applications.

For example, the following methods have each been known
as a method of graphitizing a carbon raw material powder as
an ungraphitized product in a production process for an arti-
ficial graphite-based material to be used in the negative elec-
trode of a lithium ion secondary battery:

(1) the carbon raw material powder is filled into a crucible
made of graphite and graphitized with an Acheson furnace
(JP 3838618 B2 (U.S. Pat. No. 6,783,747 A); Patent Docu-
ment 4);

(2) the carbon raw material powder is molded into a certain
shape with a binder such as a pitch or a polymer and graphi-
tized with an Acheson furnace, and then a molding is shred-
ded (Patent Document 3);

(3) the carbon raw material powder is loaded into a container
made of a graphite material and heated with a heater as a heat
source to be graphitized; and

(4) the carbon raw material powder or a molding thereof is
moved in a space heated with a heater.

CITATION LIST
Patent Document

[Patent Document 1] JP 3534391 B2 (U.S. Pat. No.
6,632,569 A)

[Patent Document 2] JP 04-190555 A

[Patent Document 3] JP 3361510 B2 (EP 0918040 B)

[Patent Document 4] JP 3838618 B2 (U.S. Pat. No.
6,783,747 A)
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SUMMARY OF INVENTION

Technical Problem

Significant development of a large lithium ion secondary
battery to be used in an automobile or the like has been
expected. Accordingly, an improvement in productivity, a
reduction in production cost, impurity management, quality
management, improvements in cycle characteristics and stor-
age characteristics, and the like involved in an increase in use
amount are indispensable to a graphite material to be used in
its negative electrode.

However, the conventional methods of graphitizing artifi-
cial graphite for a negative electrode for a lithium ion battery
described in the items (1) to (4) involve the following prob-
lems:

(a) the depletion of a container such as the crucible formed of
a graphite material and the inclusion of impurities from the
crucible;

(b) contamination with a contaminant from the packing coke
of the Acheson furnace;

(c) in the case of an Acheson system, productivity reduces
because the product is subjected to a heat treatment together
with a material except the product such as the packing coke;
(d) in the case of a molding, the inclusion of impurities at the
time of its shredding after the graphitization and the deterio-
ration of the surface of the powder;

(e) when a heater is used, a heater is depleted and it is difficult
to achieve a high temperature of 3,000° C. or more; and

() when a heater is used, an increase in cost due to the use of
an inert gas.

Therefore, an object of the present invention is to provide a
method by which a high-quality graphite material for a nega-
tive electrode for a lithium ion secondary battery, the material
having a small amount of impurities included therein and
being excellent in stability, can be produced with good pro-
ductivity and at a low cost.

Solution to Problem

The present invention relates to methods of producing an
electrode material for a lithium ion battery according to the
following items [1] to [14]:

[1] a method of producing an electrode material for a lithium
ion battery, the method including a graphitizing step of
directly passing an electric current through a carbon material
to cause the material to generate heat, in which carbon mate-
rial 1 before the graphitization has a compact powder resis-
tivity 0of 0.4 Q-cm or less when compressed to a density of 1.4
g/cm’, has an angle of repose of 20° or more and 50° or less,
and has a particle size D90 of 120 um or less in a volume-
based particle size distribution measured by a laser diffraction
method, and carbon material 2 after the graphitization has an
average interplanar spacing d002 of a (002) plane measured
by an X-ray diffraction method of 0.3354 nm or more and
0.3450 nm or less;

[2] The method of producing an electrode material for a
lithium ion battery according to 1 above, in which a ratio
(compact powder resistivity when carbon material 2 after the
graphitization is compressed to a density of 1.4 g/cm?)/(com-
pact powder resistivity when carbon material 1 before the
graphitization is compressed to a density of 1.4 g/cm?) is
equal to or less than 0.5;

[3] The method of producing an electrode material for a
lithium ion battery according to 1 or 2 above, in which carbon
material 1 before the graphitization has an average particle
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size D50 of 30 um or less in the volume-based particle size
distribution measured by the laser diffraction method;

[4] The method of producing an electrode material for a
lithium ion battery according to any one of 1 to 3 above, in
which carbon material 1 before the graphitization has an
angle of repose of 30° or more and 50° or less, and has a
compressibility ((compacted bulk density-loose bulk den-
sity)x100/loose bulk density) calculated from a loose bulk
density and a compacted bulk density of 20% or more and
50% or less;

[5] The method of producing an electrode material for a
lithium ion battery according to any one of 1 to 4 above, in
which carbon material 1 before the graphitization is obtained
by subjecting an organic carbon raw material to a heat treat-
ment at 800° C. or more and 1,500° C. or less;

[6] The method of producing an electrode material for a
lithium ion battery according to 5 above, in which a pulveri-
zation for the organic carbon raw material is performed
before the heat treatment;

[7] The method of producing an electrode material for a
lithium ion battery according to 5 or 6 above, in which when
the organic carbon raw material is heated under an inert
atmosphere from 300° C. to 1,200° C., a heating loss thereof
in the temperature region is 5 mass % or more and 20 mass %
or less;

[8] The method of producing an electrode material for a
lithium ion battery according to any one of 5 to 7 above, in
which a sulfur content in the organic carbon raw material is 2
mass % or less;

[9] The method of producing an electrode material for a
lithium ion battery according to any one of 5 to 8 above, in
which the organic carbon raw material is one or more kinds
selected from a petroleum pitch, a coal-tar pitch, a coke, a
petroleum coke, and a mixture thereof;

[10] The method of producing an electrode material for a
lithium ion battery according to any one of 1 to 9 above, in
which carbon material 1 before the graphitization contains 10
to 100,000 ppm by mass of a boron-based compound and/or
a silicon-based compound;

[11] The method of producing an electrode material for a
lithium ion battery according to 1 above, in which a rectan-
gular parallelepiped furnace body made of a ceramic brick
and having an opening in an upper portion thereof is used in
the graphitizing step;

[12] The method of producing an electrode material for a
lithium ion battery according to 11 above, in which a length in
a longitudinal direction of the furnace body viewed from an
opening portion direction is twice or more as long as a length
in a lateral direction thereof;,

[13] The method of producing an electrode material for a
lithium ion battery according to 11 or 12 above, in which
electrodes for applying current are placed on inner sides of
both end surfaces in the longitudinal direction of the furnace
body; and

[14] The method of producing an electrode material for a
lithium ion battery according to any one of 11 to 13 above, in
which a surface in contact with air is provided with an oxygen
barrier layer.

Advantageous Effects of Invention

According to the method of the present invention, a high-
quality graphite material that can be used for an electrode
material for a lithium ion battery, the material having a small
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amount of impurities included therein and being excellent in
stability, can be produced with good productivity and at a low
cost.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is an SEM photograph of a graphite material
obtained in Example 1.

DESCRIPTION OF EMBODIMENTS

Hereinafter, the present invention is described in detail.

1. Method of Producing Graphite Material for Electrode
Material for Lithium Ion Battery

(1) Physical Properties of Carbon Material 1 Before Graphi-
tization and Production Method Therefor

In the present invention, a graphite material is produced by
graphitizing a carbon material 1 (carbon powder).

Although a raw material for the carbon material is not
particularly limited, the following organic carbon raw mate-
rial can be preferably used: when the organic carbon raw
material is heated under an inert atmosphere from 300° C. to
1,200° C., its heating loss in the temperature region is 5 mass
% or more and 20 mass % or less. When the heating loss
becomes less than 5 mass %, a particle shape after the graphi-
tization is liable to be a plate-like shape. In addition, the
pulverized surface (edge portion) of the graphite material is
liable to be exposed and its specific surface area enlarges.
Accordingly, when the graphite material is used as a negative
electrode, the number of'its side reactions with an electrolytic
solution increases. In contrast, when the heating loss exceeds
20 mass %, the proportion of binding between particles after
the graphitization increases and the increase affects a yield.
When the heating loss of the organic carbon raw material falls
within the range, the surface of the graphite material to be
obtained stabilizes, and when the material is used as the
negative electrode, the number of its side reactions with the
electrolytic solution reduces. This is probably because of the
following reason: by virtue of a component that volatilizes
through heating at 300 to 1,200° C., the crystal of the exposed
edge portion graphitizes after carbonization to be recon-
structed and stabilized, and a particle surface becomes
smooth.

The heating loss can be measured with a commercial appa-
ratus that can perform thermogravimetry/differential thermal
analysis (TG-DTA) at a rate of temperature increase of 10°
C./min. In examples, a TGDTAw6300 manufactured by Seiko
Instruments Inc. is used, about 15 mg of a measurement
sample are precisely weighed, placed on a pan made of plati-
num, and set in the apparatus, an argon gas is flowed at 200
ml/min, and the measurement is performed by increasing the
temperature from 300° C. to 1,200° C. at 10° C./min. Used as
areference is a-alumina manufactured by Wako Pure Chemi-
cal Industries, Ltd. from which volatile matter has been
removed in advance through a treatment at 1,500° C. for 3
hours.

The organic carbon raw material having such heating loss
is preferably selected from, for example, a petroleum pitch, a
coal-tar pitch, a coke, a petroleum coke, and a mixture
thereof. Of those, the petroleum coke is more preferred and a
raw coke out of the petroleum coke is preferred. The raw coke
is liable to be spherical and to have a small specific surface
area when pulverized because its crystal is undeveloped. In
addition, the organic carbon raw material is preferably non-
needle-shaped and a non-needle coke that has not been sub-
jected to any heating treatment is particularly preferred.

10

15

20

25

30

35

40

45

50

55

60

65

6

The petroleum coke is a black, porous, solid residue
obtained by the cracking or destructive distillation of petro-
leum or bituminous oil. The petroleum cokes are classified
into a fluid coke and a delayed coke depending on coking
methods. However, the fluid coke is powdery and finds use in
limited applications, specifically, the fluid coke is used as a
home fuel in an oil refinery. What is generally referred to as
“petroleum coke” is the delayed coke. The delayed coke is
classified into the raw coke and a calcined coke. The raw coke
is a coke in its natural state recovered from a coking apparatus
and the calcined coke is obtained by further calcining the raw
coke again to remove its volatile matter. There is a high
possibility that the raw coke causes dust explosion. Accord-
ingly, in order that a fine particulate petroleum coke may be
obtained, the raw coke has been pulverized after its volatile
matter has been removed by calcination. In addition, the
calcined coke has heretofore been used in an electrode or the
like in general. The applications of the raw coke have been
limited to, for example, a carbon material in the carbide
industry, a foundry coke, and a coke for ferro-alloy making
because its ash content is smaller than that of the coke.

The amount of sulfur in the organic carbon raw material is
preferably as small as possible. Sulfur volatilizes at the time
of the graphitizing step to exert such an adverse effect as to
cause the bumping of the carbon material or to roughen its
surface after the graphitization. The sulfur content in the
organic carbon raw material is preferably 3 mass % or less,
more preferably 2 mass % or less.

The amount of sulfur is measured as described below.
Several tens of milligrams of the sample are weighed in a
dedicated container and decomposed by high-frequency heat-
ing (with 1.5 g of W and 0.2 g of Sn as combustion improv-
ers), and then the measurement is performed by using a car-
bon standard sample for steel and a carbon-sulfur
simultaneous measuring apparatus (EMIA-920V manufac-
tured by HORIBA, Ltd.).

The average coefficient of thermal expansion (CTE) of the
organic carbon raw material at 30 to 100° C. is preferably
4.0x107%° C. or more and 6.0x107%/° C. or less. The CTE of
the carbon raw material can be measured by, for example, the
following method. First, 500 g of the carbon raw material are
pulverized with a vibration mill to 28 mesh or less. The
sample is sieved, and 60 g of the sample of 28 to 60 mesh, 32
gofthe sample of 60 to 200 mesh, and 8 g of the sample 0£200
mesh or less are mixed so that the total amount may be 100 g.
100 grams of the blended sample are loaded into a stainless
container, 25 g of a binder pitch are added to the sample, and
the contents are heated and uniformly mixed in an oil bath at
125° C. for 20 minutes. The mixture is cooled and then
pulverized with a vibration mill so that the total amount
thereof may be 28 mesh or less. 30 grams of the sample are
loaded into a pressure molding machine at 125° C. and then
molded by being pressurized at a gauge pressure of 450
kg/cm? for 5 minutes. The molded article is loaded into a
porcelain crucible, its temperature is increased from room
temperature to 1,000° C. in an incinerator within 5 hours, the
temperature is held at 1,000° C. for 1 hour, and the molded
article is cooled. The calcined product is cut into a test piece
measuring 4.3 by 4.3 by 20.0 mm with a precision cutter. The
CTE is calculated by subjecting the test piece to ther-
modilatometry at 30 to 100° C. with an apparatus for thermo-
mechanical analysis (TMA) such as a TMA/SS350 manufac-
tured by Seiko Instruments Inc.

Carbon material 1 before the graphitization can be
obtained by, for example, pulverizing the organic carbon raw
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material to a target particle size and then performing a treat-
ment for reducing the resistance of the resultant powder to
some extent.

Although a method of pulverizing the organic carbon raw
material is not particularly limited, the pulverization is per-
formed with, for example, a known jet mill, hammer mill,
roller mill, pin mill, or vibration mill. The pulverization is
preferably performed in a state where thermal hysteresis is as
low as possible. The application of heat due to the pulveriza-
tion volatilizes the component that volatilizes at 300° C. to
1,200° C., with the result that the following effect may not be
obtained: the surface of the graphite material stabilizes, and
when the material is used as a negative electrode, the number
of'its side reactions with an electrolytic solution reduces.

After the pulverization, the resistance of the powder is
reduced. The resistance of carbon material 1 before the
graphitization is desirably as low as possible because an
electric current is directly passed through the carbon material
at the time of the graphitization. Specifically, the compact
powder resistivity of the carbon material when compressed to
a density of 1.4 g/cm® is set to 0.4 Q-cm or less. A method of
reducing the resistance of the powder, which is not particu-
larly limited, preferably involves performing a low-tempera-
ture heat treatment at 800° C. to 1,500° C. to increase its
degree of carbonization. A preferred heat treatment tempera-
ture is 900 to 1,300° C., though the temperature varies
depending on the kind of the organic carbon raw material to
be used and conditions for the graphitization as a next step.
The heat treatment temperature is desirably reduced to the
extent possible from the viewpoint of productivity. However,
when the temperature is excessively low, the resistance does
not sufficiently reduce.

The low-temperature heat treatment increases the hardness
of'the carbon material as well. Accordingly, the pulverization
is preferably performed in advance thereof from the view-
points of the degree of freedom of a pulverization system and
the productivity.

Carbon material 1 before the graphitization preferably has
a particle size D90 in a volume-based particle size distribu-
tion measured by a laser diffraction method 0f 120 um or less,
a more preferred D90 is 80 um or less, and a still more
preferred D90 is 70 um or less. When the D90 is excessively
large, such problems as described below arise: the carbon
material cannot cope with thinning of electrodes, a pressed
electrode density is hard to increase, and a current load char-
acteristic is low.

Classification is preferably performed so that a D50 (aver-
age particle size) may be 30 um or less, and the classification
is more preferably performed so that the D50 may be 4 um or
more and 25 pum or less. When the average particle size is
large, such advantages as described below are obtained: the
graphite material has improved stability with the electrolytic
solution and is easy to apply. However, a high-current char-
acteristic advances in a bad direction and the density of the
electrode is hard to increase. In contrast, when the average
particle size is small, a side reaction is liable to occur at the
time of charge and discharge.

The particle size of the powder can be measured with a
laser scattering/diffraction-type particle size distribution-
measuring apparatus (CILAS).

Carbon material 1 before the graphitization has an aspect
ratio (length of a major axis/length of a minor axis) of pref-
erably 6 or less, more preferably 1 ormore and 5 orless. When
the aspect ratio is excessively large, it is liable to be difficult
to control a current distribution at the time of the graphitiza-
tion. In addition, such aspect ratio involves disadvantages in
terms of applicability and stability when the graphite material
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is used as the negative electrode of a battery. The aspect ratio
can be determined from an optical microscope image. The
aspect ratio may be simply measured through image analysis
with an FPIA3000 manufactured by Sysmex Corporation.

Carbon material 1 before the graphitization desirably has
an angle of repose of 20° or more and 50° or less. When the
angle of repose is less than 20°, the flowability of carbon
material 1 rises. Accordingly, the carbon material may scatter
during its filling into a furnace body or the powder may spout
during its electrification. When the angle of repose exceeds
50°, the flowability of carbon material 1 reduces. Accord-
ingly, its filling property in the furnace body may reduce to
reduce the productivity or the electrification resistance of the
entire furnace may extremely increase. A more preferred
lower limit for the angle of repose is 30° and a more preferred
upper limit therefor is 45°.

The angle of repose can be measured with a tap denser.
Specifically, a KYT-4000 manufactured by SEISHIN
ENTERPRISE Co., Ltd. is used, 50 g of a sample for mea-
surement are caused to fall freely from a dedicated input port
in the upper portion of the apparatus and are deposited in a
triangular pyramid shape on a table included in the apparatus,
and then a rising angle between the table and the triangular
pyramid is measured with a protractor. The measured value
can be defined as the angle of repose.

Carbon material 1 before the graphitization preferably has
a compressibility ((compacted bulk density-loose bulk den-
sity)x100/loose bulk density) calculated from a loose bulk
density (tapping zero times) and a compacted bulk density
(tap density) of 20 to 50%. When the compressibility falls
within the range, upon production of an electrode slurry in
which the material is kneaded with a binder and a solvent, an
electrode slurry that has good flowability and is easy to apply
onto a collector can be obtained.

The loose bulk density is a density obtained by dropping
100 g of a sample from a height of 20 cm into a measuring
cylinder, and then measuring the volume and mass of the
sample without applying any vibration. The compacted bulk
density (tap density) is a density obtained by measuring the
volume and mass of 100 g of'a powder tapped 400 times with
an Autotap manufactured by Quantachrome Instruments.

Those measurement methods are based on ASTM B527
and JIS K5101-12-2, and the fall height of the Autotap in the
tap density measurement is 5 mm.

(2) Graphitization

The graphitization is performed by directly passing an
electric current through carbon material 1 to cause the mate-
rial to generate heat.

The electric current can be directly passed through the
carbon material with, for example, a rectangular parallelepi-
ped furnace body made of a ceramic brick and having an
opening in its upper portion. A length in the longitudinal
direction of the furnace body viewed from an opening portion
direction is set to about twice or more as long as a length in the
lateral direction thereof, and electrodes for electrification are
placed on the inner sides of both end surfaces in the longitu-
dinal direction. The carbon material is loaded into the furnace
and graphitized through heat generation caused by the elec-
trification.

The adoption of such furnace body structure provides the
following advantage: heat is uniformly applied to the carbon
material and hence its agglomeration does not occur during
the graphitization. In addition, a graphite material having a
small amount of impurities is obtained because a temperature
distribution is uniform and a trap portion for impurity vola-
tilization is absent.
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The graphitizing treatment is desirably performed under
such an atmosphere that the carbon material hardly oxidizes.
For example, a method involving performing a heat treatment
in an inert gas atmosphere such as nitrogen and a method
involving providing an oxygen barrier layer to a surface in
contact with air. A method involving separately providing, for
example, a carbon plate or a carbon powder layer as the
barrier layer to cause the layer to consume oxygen is one such
example.

The lower limit for the graphitizing treatment temperature
is generally 2,000° C., preferably 2,500° C., more preferably
2,900° C., most preferably 3,000° C. Although the upper limit
for the graphitizing treatment temperature is not particularly
limited, the upper limit is preferably 3,200° C. because a high
discharge capacity is obtained easily.

In the graphitization, a graphitization co-catalyst like a
boron compound such as B,C or a silicon compound such as
SiC can be added for improving the heat treatment efficiency
of the graphitization and the productivity. Its blending
amount is preferably 10 to 100,000 ppm by mass in the carbon
material.

The graphitization is performed so that carbon material 2
after the graphitization may have an average interplanar spac-
ing d002 of a (002) plane measured by an X-ray diffraction
method in the range 0f 0.3354 nm or more and 0.3450 nm or
less. The graphitization is preferably performed until the
d002 becomes 0.3360 nm or more and 0.3370 nm or less. The
d002 can be measured according to a known method by
employing a powder X-ray diffraction (XRD) method (see
Tokichi Noda, Michio Inagaki, Japan Society for the Promo-
tion of Science, 117th committee document, 117-71-A-1
(1963), Michio Inagaki, et al., Japan Society for the Promo-
tion of Science, 117th committee document, 117-121-C-5
(1972), and Michio Inagaki, “Carbon,” 1963, No. 36, p.
25-34).

In addition, the graphitization is preferably performed so
that a ratio “(compact powder resistivity when carbon mate-
rial 2 after the graphitization is compressed to a density of 1.4
g/cm’)/(compact powder resistivity when the carbon material
1 before the graphitization is compressed to a density of 1.4
g/cm®)” may be equal to or less than 0.5. When the graphiti-
zation is performed as described in the foregoing, a uniform
current distribution is obtained from the beginning of the
initiation of the electrification and hence the graphitization
can be performed with a uniform temperature distribution.
The range can be adjusted by selecting the organic carbon raw
material or carbon material 1, or by selecting the conditions
for the graphitization.

2. Graphite Material for Electrode Material for Lithium Ion
Battery

The graphite material (carbon material after the graphiti-
zation) obtained by graphitizing the carbon material prefer-
ably has an intensity ratio [,,/I; (R value) of a peak intensity
(I,,) near 1360 cm™ to a peak intensity (I;) near 1580 cm™!
measured with a Raman spectroscopy spectrum of 0.01 or
more and 0.2 or less. When the R value is more than 0.2, a
large number of edge portions each having high activity are
exposed in the surface of the graphite material and hence
many side reactions are liable to occur at the time of charge
and discharge. On the other hand, when the R value is less
than 0.01, a barrier for the coming and going of lithium ion
becomes higher, and the current load characteristic is liable to
reduce. The laser Raman R value is measured with an
NRS3100 manufactured by JASCO Corporation under the
following conditions: excitation wavelength: 532 nm,
entrance slit width: 200 um, exposure time: 15 seconds, inte-
gration: twice, diffraction grating: 600 lines/mm.
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The average coefficient of thermal expansion (CTE) of the
graphite material at 30° C. to 100° C. is preferably 4.0x1075/°
C. or more and 5.0x107%/° C. or less. The coefficient of
thermal expansion has been utilized as one indicator repre-
senting the needle-shape crystallinity of coke. A material
having a CTE of less than 4.0x10%° C. provides a large
discharge capacity because of high crystallinity of graphite.
However, the shape of a particle thereof is liable to be a
plate-like shape. On the other hand, a material having a CTE
of more than 5.0x107%/° C. has a small aspect ratio but the
discharge capacity reduces because its graphite crystals are
undeveloped. The CTE of the graphite material is measured in
the same manner as in the CTE of the carbon raw material.

The graphite material has an average interplanar spacing
d002 of a (002) plane measured by an X-ray diffraction
method of preferably 0.3354 nm or more and 0.3450 nm or
less, more preferably 0.3362 nm or more and 0.3370 nm or
less. The d002 of the graphite material is measured by the
same method as that in the foregoing.

The graphite material has an aspect ratio (length of a major
axis/length of a minor axis) of preferably 6 or less, particu-
larly preferably 1 or more and 5 or less. The aspect ratio can
be determined from an optical microscope image. The aspect
ratio may be simply measured through image analysis with an
FPIA3000 manufactured by Sysmex Corporation.

The graphite material has a specific surface area (by BET
method) of preferably 6 m*/g or less, particularly preferably
1.0 m%g or more and 5.0 m*/g or less. When the specific
surface area exceeds 6 m*/g, though it depends on the particle
size, the surface activity of a particle thereof rises to result in
a reduction in coulombic efficiency or cycle life, or the dete-
rioration of its high-temperature storage stability due to, for
example, the decomposition of an electrolytic solution.

The graphite material is obtained by directly electrifying
the powder to graphitize the powder. Accordingly, the oxida-
tion of the surface of the graphite material is suppressed as
compared with a graphite material obtained by a conventional
graphitization method but the graphite material is in a mod-
erately oxidized state. Accordingly, the surface is stabilized
and a side reaction with the electrolytic solution is sup-
pressed.

With regard to the degree of the oxidation, an oxygen
amount a (mass %) from the surface of a particle to 40 nm in
its depth direction in the peak intensity of O, obtained by
HAX-PES measurement involving using a hard X-ray of
7,940 eV preferably satisfies a relationship of 0.010=a<0.04
and more preferably satisfies a relationship of 0.010=a<0.03.
When the oxygen amount a is excessively large, a reduction in
conductivity of the graphite crystal present in the graphite
material becomes remarkable and a resistance component is
enhanced. As a result, a charge-discharge reaction is inhib-
ited, which leads to a reduction in capacity or a reduction in
large-current characteristics in some cases.

The graphite material preferably has a loose bulk density
(tapping zero times) of 0.7 g/cm® or more, and a compacted
bulk density (tap density) upon performance of tapping 400
times of 1.0 g/cm® or more and 1.35 g/cm® or less. When the
loose bulk density is 0.7 g/cm® or more, the density of an
electrode before pressing upon application of the material to
the electrode can be additionally increased. From the value,
whether or not a sufficient electrode density can be obtained
by one roll pressing can be predicted. In addition, when the
compacted bulk density (tap density) falls within the range,
the electrode density to be achieved at the time of the pressing
can be made sufficiently high.

Those densities are each measured by the same method as
that in the foregoing.
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The graphite material preferably has an average particle
size (D50) of 4 pm or more and 25 um or less in a volume-
based particle size distribution measured by a laser diffraction
method.

The iron content of the graphite material is preferably O to
30 ppm by mass. When the iron content falls within the range,
a minute short circuit in the case where the material is used in
a battery can be prevented, and hence an improvement in
safety and an improvement in battery product yield can be
achieved. With increase in the iron content, there is a higher
possibility that a minute short circuit occurs in the case where
the material is used in a battery, and hence a reduction in
safety or a reduction in battery product yield occurs in some
cases.

The iron content (remaining iron amount) is measured as
described below. 50to 100 mg of the sample are weighed and
then decomposed by being heated through the addition of
sulfuric acid. After the resultant has been left standing to cool,
nitric acid is added to the resultant to perform thermolysis.
The foregoing operation is repeated until the solution
becomes transparent. 50 mg of the resultant liquid are taken
out and then diluted tenfold. After that, the content is mea-
sured by performing ICP mass spectrometry.

3. Slurry for Electrodes for Lithium Ion Battery

The slurry contains the carbon material and a binder. The
slurry can be obtained by kneading the carbon material with
abinder. A known device such as a ribbon mixer, a screw-type
kneader, a Spartan Granulator, a Loedige Mixer, a planetary
mixer, or a universal mixer may be used for kneading.

Examples of the binder include known binders such as:
fluorine-based polymers such as polyvinylidene fluoride and
polytetrafluoroethylene; and rubber-based binders such as
styrene-butadiene rubber (SBR).

The preferable use amount of the binder is 0.5 to 20 parts by
mass interms of 100 parts by mass of the carbon material, and
the use amount is more preferably about 1 to 20 parts by mass.

The slurry may contain conductive carbon such as carbon
black including acetylene black and Ketjanblack, carbon
nanofiber including vapor-grown carbon fiber, carbon nano-
tube and graphite fine powder as a conductive additive.

The blending amount of the above conductive additive is
particularly not limited and the preferable amount is 0.5 to 30
parts by mass in terms of 100 parts by mass of the carbon
material.

A solvent can be used at a time of kneading. Examples of
the solvent include known solvents suitable for the respective
binders such as: toluene and N-methylpyrolidone in the case
of a fluorine-based polymer; water in the case of SBR; dim-
ethylformamide; and isopropanol. In the case of the binder
using water as a solvent, it is preferred to use a thickener
together. The amount of the solvent is adjusted so as to obtain
aviscosity at which a paste can be applied to a collector easily.
4. Electrode for Lithium Ion Battery

An electrode for a lithium ion battery is formed of a mold-
ing of the above-mentioned slurry for an electrode. The elec-
trode is obtained, for example, by applying the above men-
tioned slurry to a collector, followed by drying and pressure
molding.

Examples of the collector include foils and mesh of alumi-
num, nickel, copper, stainless steel and the like. The coating
thickness of the slurry is generally 20 to 150 pm. When the
coating thickness becomes too large, a negative electrode
may not be placed in a standardized battery container. There
is no particular limitation to the slurry coating method, and an
example of the coating method includes a method involving
coating with a doctor blade or a bar coater, followed by
molding with roll pressing or the like.
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Examples of the pressure molding include roll pressure
molding, compression molding, and the like. The pressure for
the pressure molding is preferably about 1 to 3 t/cm?>. As the
electrode density of the electrode increases, the battery capac-
ity per volume generally increases. However, if the electrode
density is increased too much, the cycle characteristic tends to
be degraded generally. If the slurry is used, the degradation in
the cycle characteristic is small even when the electrode den-
sity is increased. Therefore, an electrode having the high
electrode density can be obtained. The electrode density of
the electrode obtained using the above mentioned slurryis 1.2
to 1.9 g/em®.

5. Lithium Ion Secondary Battery

The lithium ion secondary battery has a structure in which
a positive electrode and a negative electrode are soaked in an
electrolytic solution or an electrolyte. The above electrode is
used as a negative electrode for the lithium ion secondary
battery.

In the positive electrode of the lithium ion secondary bat-
tery, a transition metal oxide containing lithium is generally
used as a positive electrode active material, and preferably, an
oxide mainly containing lithium and at least one kind of
transition metal element selected from the group consisting of
Ti, V, Cr, Mn, Fe, Co, Ni, Mo, and W, which is a compound
having a molar ratio of lithium to a transition metal element of
0.3 10 2.2, is used. More preferably, an oxide mainly contain-
ing lithium and at least one kind of transition metal element
selected from the group consisting of V, Cr, Mn, Fe, Co, and
Ni, which is a compound having a molar ratio of lithium to a
transition metal of 0.3 to 2.2, is used. It should be noted that
Al, Ga, In, Ge, Sn, Pb, Sb, Bi, Si, P, B, and the like may be
contained in a range of less than 30% by mole with respect to
the mainly present transition metal. Of the above-mentioned
positive electrode active materials, it is preferred that at least
one kind of material having a spinel structure represented by
a general formula Li, MO, (M represents at least one kind of
Co, Ni, Fe, and Mn, and 0<x<1.2), or Li, N, O, (N contains at
least Mn, and 0<y=2) be used.

Further, as the positive electrode active material, there may
be particularly preferably used at least one kind of materials
each including Li,M,D, ,O, (M represents at least one kind
of'Co, Ni, Fe, and Mn, D represents at least one kind of Co, Ni,
Fe, Mn, Al, Zn, Cu, Mo, Ag, W, Ga, In, Sn, Pb, Sb, Sr, B, and
P with the proviso that the element corresponding to M being
excluded, y=0 to 1.2, and a=0.5 to 1) and materials each
having a spinel structure represented by Li, (N E, ,),0, (N
represents Mn, E represents at least one kind of Co, Ni, Fe,
Mn, Al, Zn, Cu, Mo, Ag, W, Ga, In, Sn, Pb, Sb, Sr, B and P,
b=1to0 0.2, and z=0to 2).

Specifically, there are exemplified Li CoO,, Li NiO,,
Li,MnO,, Li,Co,Ni,_,0,, Li,Co,V, 0z, LiCo,Fe, ,0O,,
Li,Mn,0,, LiMn_Co, O,, LiMnNi, O,, LiMnV, O,,
and Li Mn_Fe, O, (where,x=0.02t0 1.2,2=0.11t00.9,b=0.8
t0 0.98, c=1.6 to 1.96, and z=2.01 to 2.3). As the most pre-
ferred transition metal oxide containing lithium, there are
given L[iCoO,, LiNiO,, LiMnO,, LiCo,Ni, 0O,,
Li,Mn,0,, and Li,Co,V,_,0,, (x=0.02 to 1.2, a=0.1 to 0.9,
b=0.9 to 0.98, and z=2.01 to 2.3). It should be noted that the
value of x is a value before starting charge and discharge, and
the value increases and decreases in accordance with charge
and discharge.

Although the average particle size of the positive electrode
active material is not particularly limited, the size is prefer-
ably 0.1 to 50 um. It is preferred that the volume of the
particles of 0.5 to 30 pm be 95% or more. It is more preferred
that the volume occupied by the particle group with a particle
diameter of 3 um or less be 18% or less of the total volume,
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and the volume occupied by the particle group of 15 um or
more and 25 pm or less be 18% or less of the total volume.

Although the specific area is not particularly limited, the
area is preferably 0.01 to 50 m*/g, particularly preferably 0.2
m?/g to 1 m*/g by a BET method. Further, it is preferred that
the pH of a supernatant obtained when 5 g of the positive
electrode active material is dissolved in 100 ml of distilled
water be 7 or more and 12 or less.

In a lithium ion secondary battery, a separator may be
provided between a positive electrode and a negative elec-
trode. Examples of the separator include non-woven fabric,
cloth, and a microporous film each mainly containing poly-
olefin such as polyethylene and polypropylene, a combina-
tion thereof, and the like.

As an electrolytic solution and an electrolyte forming the
lithium ion secondary battery, a known organic electrolytic
solution, inorganic solid electrolyte, and polymer solid elec-
trolyte may be used, but an organic electrolytic solution is
preferred in terms of electric conductivity.

As a solvent of the organic electrolytic solution, preferred
is a solvent such as: an ether such as diethyl ether, dibutyl
ether, ethylene glycol monomethyl ether, ethylene glycol
monoethyl ether, ethylene glycol monobutyl ether, diethylene
glycol monomethyl ether, diethylene glycol monoethyl ether,
diethylene glycol monobutyl ether, diethylene glycol dim-
ethyl ether, or ethylene glycol phenyl ether; an amide such as
formamide, N-methylformamide, N,N-dimethylformamide,
N-ethylformamide, N,N-diethylformamide, N-methylaceta-
mide, N,N-dimethylacetamide, N-ethylacetamide, N,N-di-
ethylacetamide, N,N-dimethylpropionamide, or hexameth-
ylphosphorylamide; a sulfur-containing compound such as
dimethylsulfoxide or sulfolane; a dialkyl ketone such as
methyl ethyl ketone or methyl isobutyl ketone; a cyclic ether
such as ethylene oxide, propylene oxide, tetrahydrofuran,
2-methoxytetrahydrofuran, 1,2-dimethoxyethane, or 1,3-di-
oxolan; a carbonate such as ethylene carbonate or propylene
carbonate; y-butyrolactone; N-methylpyrrolidone; acetoni-
trile; nitromethane; or the like. Further, there are preferably
exemplified: esters such as ethylene carbonate, butylene car-
bonate, diethyl carbonate, dimethyl carbonate, propylene car-
bonate, vinylene carbonate, and y-butyrolactone; ethers such
as dioxolan, diethyl ether, and diethoxyethane; dimethylsul-
foxide; acetonitrile; tetrahydrofuran; and the like. A carbon-
ate-based nonaqueous solvent such as ethylene carbonate or
propylene carbonate may be particularly preferably used.
One kind of those solvents may be used alone, or two or more
kinds thereof may be used as a mixture.

A lithium salt is used for a solute (electrolyte) of each of
those solvents. Examples of a generally known lithium salt
include LiClO,, LiBF,, LiPF,, LiAICl,, LiSbF,, LiSCN,
LiCl, LiCF,S0;, LiCF,CO,, LiN(CF;580,),, and the like.

Examples of the polymer solid electrolyte include a poly-
ethylene oxide derivative and a polymer containing the
derivative, a polypropylene oxide derivative and a polymer
containing the derivative, a phosphoric acid ester polymer, a
polycarbonate derivative and a polymer containing the
derivative, and the like.

It should be noted that there is no constraint for the selec-
tion of members required for the battery configuration other
than the aforementioned members.

EXAMPLES

Hereinafter, the present invention is described in more
detail by way of typical examples. It should be noted that
these are simple exemplification for explanation and the
present invention is not limited by them.
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(d002) etc. in Examples and Comparative Examples are
measured by a method described in “Best mode for carrying
out the invention”. Further, the methods for measuring other
physical properties are given below.

(1) Heating Loss in Range of 300° C. to 1,200° C.

A thermogravimetry/differential thermal analyzer (TGD-
TAw6300 manufactured by Seiko Instruments Inc.) was used,
about 15 mg of a measurement sample were precisely
weighed, placed on a pan made of platinum, and set in the
apparatus, an argon gas was flowed at 200 ml/min, and a
change in mass ofthe sample in the range 0£300° C. to 1,200°
C. was measured by increasing its temperature at a rate of
temperature increase of 10° C./min. Used as a reference was
a-alumina manufactured by Wako Pure Chemical Industries,
Ltd. from which volatile matter had been removed in advance
through a treatment at 1,500° C. for 3 hours.

(2) Average Coefficient of Thermal Expansion (CTE)

500 g of a sample were pulverized with a vibration mill to
28 mesh or less. The sample was sieved, and 60 g of the
sample of 28 to 60 mesh, 32 g of'the sample of 60 to 200 mesh,
and 8 g of the sample of 200 mesh or less were mixed so that
the total amount became 100 g. 100 g of the blended sample
were loaded into a stainless container, 25 g of a binder pitch
were added to the sample, and the contents were heated and
uniformly mixed in an oil bath at 125° C. for 20 minutes. The
mixture was cooled and then pulverized with a vibration mill
so that the total amount thereof became 28 mesh or less. 30 g
of'the sample were loaded into a pressure molding machine at
125° C. and then molded by being pressurized at a gauge
pressure of 450 kg/cm? for 5 minutes. The molded article was
loaded into a porcelain crucible, its temperature was
increased from room temperature to 1,000° C. in a calcination
furnace within 5 hours, the temperature was held at 1,000° C.
for 1 hour, and the molded article was cooled. The calcined
product was cut into a test piece measuring 4.3 by 4.3 by 20.0
mm with a precision cutter. A CTE was calculated by sub-
jecting the test piece to thermodilatometry at 30 to 100° C.
with an apparatus for thermomechanical analysis (TMA). A
TMA/SS350 manufactured by Seiko Instruments Inc. was
used as the TMA.

(3) Particle Size (D50 and D90)

A volume-based average particle size (D50) and a volume-
based particle size (D90) were determined by using a CILAS
as alaser scattering/diffraction-type particle size distribution-
measuring apparatus.

(4) Compact Powder Resistivity

10 g of a sample were loaded into a container made of resin
having current-voltage terminals placed on its side surfaces,
an electric current of 100 mA was passed through the sample
while the sample was compressed by applying a load down-
ward in a vertical direction, and then the resistivity of the
electric current passing the sample was measured. The resis-
tivity read at the time point when the density of the sample
became 1.4 g/cm® was defined as a compact powder resistiv-
ity.
(5) Compressibility and Compacted Bulk Density (Tap
Density)

A compressibility is calculated from an equation “(com-
pacted bulk density-loose bulk density)x100/loose bulk den-
sity (%),” aloose bulk density is a density obtained by causing
100 g of a sample to fall from a height of 20 cm into a
measuring cylinder, and then measuring the volume and mass
of the sample without applying any vibration, and a com-
pacted bulk density (tap density) is a density obtained by
measuring the volume and mass of 100 g of a powder tapped
with an Autotap manufactured by Quantachrome Instruments
400 times.
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Those measurement methods are based on ASTM B527
and JIS K5101-12-2, and the fall height of the Autotap in the
tap density measurement is 5 mm.

(6) Sulfur Amount

Several tens of milligrams of a sample were precisely
weighed in a dedicated container and decomposed by high-
frequency heating (with 1.5 g of W and 0.2 g of Sn as com-
bustion improvers), and then the measurement was per-
formed by using a carbon standard sample for steel and a
carbon-sulfur simultaneous measuring apparatus (EMIA-
920V manufactured by HORIBA, Ltd.).

(7) Angle of Repose

A tap denser (KYT-4000 manufactured by SEISHIN
ENTERPRISE Co., Ltd.) was used, 50 g of a sample for
measurement were caused to fall freely from a dedicated
input port in the upper portion of the apparatus and were
deposited in a triangular pyramid shape on a table accompa-
nying in the apparatus, and then a rising angle between the
table and the triangular pyramid was measured with a pro-
tractor. The measured value was defined as an angle of repose.

(8) Specific Surface Area

Using a specific area measurement apparatus NOVA-1200
(manufactured by Yuasa lonics Inc.), a specific surface area
was measured by a BET method that is a general measure-
ment method of a specific surface area.

(9) Aspect Ratio

The aspect ratio of a particle was measured through image
analysis with an FPIA3000 manufactured by Sysmex Corpo-
ration. The measurement was performed at 3,000 or more
points, preferably 30,000 or more points, more preferably
50,000 or more points, and a calculated average was used.

(10) Raman R value

A Raman spectroscopy spectrum was measured with
NRS3100 manufactured by JASCO Corporation under the
following conditions: excitation wavelength: 532 nm,
entrance slit width: 200 um, exposure time: 15 seconds, inte-
gration: twice, diffraction grating: 600 lines/mm. An intensity
ratio 1,,/I; of a peak intensity (I,,) near 1360 cm™ to a peak
intensity (I;) near 1580 cm™" was defined as an R value.

(11) Remaining Oxygen Amount

The oxygen amount of the surface of a graphite material is
determined by performing HAX-PES measurement at an
incident energy of 7,940 eV with an apparatus permanently
installed in the SPring-8 (Beam-line BL46XU).

Measurement conditions are as described below. The nar-
row spectrum of C,; is measured in the energy range of the
kinetic energy of a photoelectron of 7,638 to 7,658 eV. The
narrow spectrum of O is measured in the energy range of the
kinetic energy of a photoelectron of 7,396 to 7,416 eV.

The oxygen amount of the surface of the graphite material
is determined according to the following method.

Energy Calibration of Photoelectron Spectrum

A plate-like Au sample as a standard sample is subjected to
the measurement. The narrow spectrum of Au,,is measured
in the energy range of a kinetic energy of 7,648 to 7,859 eV.
A work function ¢ value of the apparatus permanently
installed in the BL46XU is calculated by calculating a difter-
ence between the peak position of Au,,, obtained by the
measurement and the theoretical peak position of Au,,,. The
energy calibration of the narrow spectrum of the graphite
material is performed on the basis of the calculated ¢ value.

Normalization of Photoelectron Spectrum Intensity

The O, narrow spectrum intensity of the graphite material
is normalized on the basis of an arbitrary C, narrow spectrum
intensity and the C, , narrow spectrum intensity obtained by
the measurement. A normalized intensity x(O, ) is calculated
from the following equation 1.
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Normalized intensity x(O, )=measured intensity
(O, )xarbitrary intensity (C,,)/measured intensity

(Ciy) [Equation 1]

Determination of Oxygen Amount of Surface of Graphite
Material

The surface oxygen amount of the graphite material of each
of'the examples and the comparative examples is determined
on the basis of the foregoing from the normalized intensity
x(0O,,) of the graphite material according to the following
equation 2. Here, the arbitrary intensity (C,,) in the equation
2 is the value used in the equation 1.

Graphite material surface oxidation amount a
(mol %)=(normalized intensity x(O)/arbitrary
intensity ¢ (C,,))xmeasured number of integra-
tions d (C,,)/measured number of

integrations e (Oy,) [Equation 2]

In the measurement, information about a range from the
surface of the graphite material to a depth of about 40 nm is
integrated by using radiation having extremely high bright-
ness. Accordingly, a high-accuracy measured result substan-
tially unaffected by the contamination of the surface of the
graphite material is obtained.

The calculation of the oxygen amount by the method
involving the normalization based on the C,, narrow spec-
trum intensity of carbon is valid because the ratio of carbon as
amain component to the graphite material is overwhelmingly
high.

(12) Remaining Iron Amount

50 to 100 mg of a sample were weighed and then decom-
posed by being heated through the addition of sulfuric acid.
After the resultant had been left standing to cool, nitric acid
was added to the resultant to perform thermolysis. The opera-
tion was repeated until the solution became transparent. 50
ml of the liquid obtained by the operation were taken out and
then diluted tenfold. After that, a remaining iron amount was
measured by ICP mass spectrometry.

(13) Battery Evaluation Method
a) Production of Slurry:

To 1 part by mass of a graphite material, 0.1 part by mass of
KF polymer [.1320 produced by Kureha Corporation (N-me-
thylpyrrolidone (NMP) solution containing 12% by mass of
polyvinylidene fluoride (PVDF)) is added, and the mixture is
kneaded by a planetary mixer to obtain a main undiluted
solution.

b) Production of an Electrode:

NMP was added to the main undiluted solution and the
viscosity thereof was adjusted. After that, the resultant solu-
tion was applied to a high-purity copper foil to a thickness of
250 um using a doctor blade. The high-purity copper foil thus
obtained was dried in vacuum at 120° C. for 1 hour and
punched into a size of 18 mm®. The electrode thus punched
out was sandwiched between pressing plates made of super-
steel and pressed so that a press pressure becomes about
1x107 to 3x10* N/mm? (1x10° to 3x10° kg/cm?) with respect
to the electrode. Then, the electrode was dried in a vacuum
drier at 120° C. for 12 hours to obtain an electrode for evalu-
ation.
¢) Production of a Battery:

A triode cell was produced as follows. The following
operation was performed in a dry argon atmosphere at a dew
point of =80° C. or less.

In a cell (inner diameter: about 18 mm) with a screwed-
type lid made of polypropylene, the carbon electrode with a
copper foil produced in the above-mentioned item (2) and a
metal lithium foil were sandwiched and stacked between
separators (microporous films made of polypropylene (Cell
Guard 2400)). Further, metal lithium for reference was
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stacked in the same way. An electrolytic solution is added to
the resultant to obtain a cell for testing.
d) Electrolytic Solution:

In a mixed solution of 8 parts by mass of ethylene carbon-
ate (EC) and 12 parts by mass of diethyl carbonate (DEC), 1
mol/liter of LiPF; was dissolved as an electrolyte.

e) Discharge Capacity and Initial Efficiency:

A constant-current and constant-voltage charge and dis-
charge test was performed at a current density of 1.0 mA/cm?
(corresponding to 0.5C).

Regarding charging (insertion of lithium into carbon), con-
stant current (CC) charging was performed at 1.0 mA/cm?
from a rest potential to 0.002 V. Next, the charging was
switched to constant voltage (CV) charging at 0.002 V and
stopped when a current value dropped to 25.4 pA.

Regarding discharging (discharge from carbon), CC dis-
charging was performed at a current density at 1.0 mA/cm?
(corresponding to 0.5C) and cut off at a voltage of 1.5 V.

Example 1

A petroleum-based raw coke (non-needle coke) whose
heating loss measured by thermogravimetry (TG) in the range
01'300° C. 10 1,200° C. was 12.5 mass % was pulverized with
a Bantam Mill manufactured by Hosokawa Micron Corpora-
tion. The pulverized product was subjected to air classifica-
tion with a Turbo Classifier manufactured by NISSHIN
ENGINEERING INC. to provide an organic carbon raw
material having a D50 of 16.0 um. Next, the pulverized
organic carbon raw material was treated at 1,000° C. with a
Roller Hearth Kiln manufactured by NGK INSULATORS,
LTD. while a nitrogen gas was flowed, whereby carbon mate-
rial 1 was obtained. Carbon material 1 had a compact powder
resistivity of 0.30 Q-cm when compressed to a density of 1.4
g/cm’, and had an angle of repose of 36°.

A furnace having a vertical length of 500 mm, a horizontal
length of 1,000 mm, and a depth of 200 mm was made of
ceramic bricks, and then electrode plates each measuring 450
mm long by 180 mm wide by 20 mm thick were placed on
both end surfaces inside the furnace. Carbon material 1 was
packed in the furnace, and then the furnace was closed with a
lid provided with a nitrogen gas input port and an exhaust
port. A transformer was placed, and then carbon material 1
was heated by passing an electric current between the elec-
trode plates for about 5 hours while flowing a nitrogen gas,
whereby carbon material 1 was graphitized. Its maximum
temperature was 3,200° C.

Table 1 summarizes the various physical properties and
battery evaluation results of the resultant graphite material
(carbon material 2) together with the physical properties of
the organic carbon raw material and carbon material 1. In
addition, FIG. 1 shows an SEM photograph.

It is understood from the d002 and the discharge capacity
that graphite crystallization advanced over a wide range in the
furnace. That is, it was confirmed that in the graphitization
method, the entire powder was thermally treated to 3,000° C.
or more within a short time period to be graphitized in an
efficient manner at least comparable to a conventional method
involving using a graphite crucible container in which pack-
ing coke that did not serve as a product was present in the
furnace. In addition, a battery satisfactory in terms of both
discharge capacity and initial efficiency was able to be
obtained.

Example 2

The same petroleum-based raw coke (non-needle coke) as
that of Example 1 and a petroleum-based raw needle coke
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whose heating loss measured by TG in the range 0of300° C. to
1,200° C. was 11.5 mass % were mixed at 1:1, and then the
mixture was pulverized with a Bantam Mill manufactured by
Hosokawa Micron Corporation. The pulverized product was
subjected to air classification with a Turbo Classifier manu-
factured by NISSHIN ENGINEERING INC. to provide an
organic carbon raw material having a D50 of 15.5 pm. Next,
the pulverized organic carbon raw material was treated at
1,300° C. with a Roller Hearth Kiln manufactured by NGK
INSULATORS, LTD. while a nitrogen gas was flowed,
whereby carbon material 1 was obtained. Carbon material 1
had a compact powder resistivity of 0.20 Q-cm when com-
pressed to a density of 1.4 g/cm®, and had an angle of repose
of 42°.

Carbon material 1 was graphitized by the same method as
that of Example 1. Table 1 summarizes the various physical
properties and battery evaluation results of the resultant
graphite material (carbon material 2) together with the physi-
cal properties of the organic carbon raw material and carbon
material 1. As compared with Example 1, the d002 was small
and the capacity was high, but the initial efficiency was some-
what low.

Example 3

A graphite material (carbon material 2) was obtained by the
same operations as those of Example 1 except that 1,000 ppm
by mass of B,C were added at the time of the graphitization.
Table 1 summarizes the various physical properties and bat-
tery evaluation results of the resultant graphite material (car-
bon material 2) together with the physical properties of the
organic carbon raw material and carbon material 1. As com-
pared with Example 1, the d002 was small and the capacity
was high as a result of the addition of a graphitization co-
catalyst, but the initial efficiency was somewhat low.

Comparative Example 1

Carbon material 1 obtained by the same method as that of
Example 1 was filled into a lidded graphite crucible and then
subjected to a graphitizing treatment in an Acheson furnace at
3,000° C. Table 1 summarizes the various physical properties
and battery evaluation results of the resultant graphite mate-
rial (carbon material 2) together with the physical properties
of the organic carbon raw material and carbon material 1.

Substantially the same physical properties as those of
Example 1 were obtained. However, the initial efficiency was
somewhat low probably because the oxygen amount was
somewhat small. In addition, the remaining iron amount was
large.

Comparative Example 2

The same petroleum-based raw coke (non-needle coke) as
that of Example 1 was pulverized with a Bantam Mill manu-
factured by Hosokawa Micron Corporation. The pulverized
product was subjected to air classification with a Turbo Clas-
sifier manufactured by NISSHIN ENGINEERING INC. to
provide an organic carbon raw material having a D50 of 16.0
um. Next, the pulverized organic carbon raw material was
treated at 700° C. with a Roller Hearth Kiln manufactured by
NGK INSULATORS, LTD. while a nitrogen gas was flowed,
whereby carbon material 1 was obtained. Carbon material 1
had a compact powder resistivity of 0.60 Q-cm when com-
pressed to a density of 1.4 g/cm?, and had an angle of repose
of 34°.
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Carbon material 1 was graphitized by the same method as
that of Example 1. Table 1 summarizes the various physical
properties and battery evaluation results of the resultant
graphite material (carbon material 2) together with the physi-
cal properties of the organic carbon raw material and carbon
material 1. As compared with Example 1, the specific surface
area was high, the d002 was large, and the capacity was low.
Thus, it is understood that the graphitization did not proceed
sufficiently.

5
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wherein the carbon material 1 before the graphitization is
obtained by subjecting an organic carbon raw material to
a heat treatment, and

wherein a pulverization for the organic carbon raw material

is performed before the heat treatment.

2. The method of producing a graphite material according
to claim 1, in which a ratio (compact powder resistivity when
carbon material 2 after the graphitization is compressed to a
density of 1.4 g/cm®)/(compact powder resistivity when car-

TABLE 1
Comparative Comparative

Example 1 Example 2 Example 3 Example 1 Example 2
Organic carbon raw material Petroleum-  Petroleum-based  Petroleum-  Petroleum-  Petroleum-

based coke coke based based coke  based coke

coke
Non-needle Non- Non- Non-needle  Non-needle
needle + needle needle
Heating loss in range of 300° C. 12.5 Non-needle 12.5 12.5 12.5 12.5
to 1,200° C. (mass %) Needle 11.5
CTE (107%° C.) 44 4.2 4.4 4.3 44
D50 after pulverization (um) 16 15.5 16 16 16
Carbon material 1 before
graphitization
Heat treatment temperature (° C.) 1,000 1,000 1,000 1,000 700
Resistivity at 1.4 g/cm® (Q - cm) 0.30 0.20 0.20 0.30 0.60
DY0 (pm) 52 69 52 52 54
Compressibility (%) 23 25 31 22 18
Sulfur amount (mass %) 1.2 0.8 1.2 1.2 1.2
Angle of repose (°) 36 42 34 36 34
Carbon material 2 after
graphitization
Graphitization method Direct Direct Direct Graphite Direct
crucible

Graphitization co-catalyst — — B,C — —
d002 (nm) 0.3365 0.3362 0.3363 0.3365 0.3368
D30 (pm) 15.1 14.8 15.0 15.8 15.3
Specific surface area (m?/g) 1.8 2.2 2.3 1.3 2.1
Aspect ratio 1.5 1.7 1.3 14 1.5
R value 0.15 0.13 0.17 0.05 0.06
Compact resistivity ratio* 0.07 0.1 0.1 0.07 0.03
Tap density (g/cm?) 1.23 1.20 1.22 1.29 1.21
Oxygen content (ppm by mass) 200 220 180 60 140
Remaining iron amount (ppm by 10 8 10 50 15
mass)
Battery characteristic
Discharge capacity (mAh/g) 330 345 345 330 320
Initial efficiency (%) 94 91 92 90 90

*Compact resistivity ratio = (compact powder resistivity when carbon material 2 after the graphitization is compressed to a density of 1.4
g/cmS)/(compact powder resistivity when the carbon material 1 before the graphitization is compressed to a density of 1.4 g/cmS)

The invention claimed is:

1. A method of producing a graphite material for an elec-
trode material for a lithium ion battery, the method including
a graphitizing step of directly passing an electric current
through a carbon material from an electrode in direct contact
with the carbon material to cause the material to generate
heat, in which carbon material 1 before the graphitization has
a compact powder resistivity of 0.4 Q-cm or less when com-
pressed to a density of 1.4 g/cm®, has an angle of repose of 20°
or more and 50° or less, and has a particle size D90 of 120 um
or less in a volume-based particle size distribution measured
by a laser diffraction method, and carbon material 2 after the
graphitization has an average interplanar spacing d002 of a
(002) plane measured by an X-ray diffraction method of
0.3354 nm or more and 0.3450 nm or less, in which a rectan-
gular parallelepiped furnace body made of ceramic bricks and
having an opening in an upper portion thereof is used in the
graphitizing step,

50

bon material 1 before the graphitization is compressed to a
density of 1.4 g/cm?) is equal to or less than 0.5.

3. The method of producing a graphite material according
to claim 1, in which carbon material 1 before the graphitiza-
tion has an average particle size D50 of 30 um or less in the
volume-based particle size distribution measured by the laser
diffraction method.

4. The method of producing a graphite material according
to claim 1, in which carbon material 1 before the graphitiza-
tion has an angle of repose of 30° or more and 50° or less, and
has a compressibility ((compacted bulk density-loose bulk
density)x100/loose bulk density) calculated from a loose bulk
density and a compacted bulk density of 20% or more and
50% or less.

5. The method of producing a graphite material according
to claim 1, wherein the heat treatment is performed at 800° C.
or more and 1,500° C. or less.

6. The method of producing a graphite material according
to claim 5, in which when the organic carbon raw material is
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heated under an inert atmosphere from 300° C. to 1,200° C.,
a heating loss thereof'in the temperature region is 5 mass % or
more and 20 mass % or less.

7. The method of producing a graphite material according
to claim 5, in which a sulfur content in the organic carbon raw
material is 2 mass % or less.

8. The method of producing a graphite material according
to claim 5, in which the organic carbon raw material is one or
more kinds selected from a petroleum pitch, a coal-tar pitch,
a coke, a petroleum coke, and a mixture thereof.

9. The method of producing a graphite material according
to claim 1, in which carbon material 1 before the graphitiza-
tion contains 10 to 100,000 ppm by mass of a boron-based
compound and/or a silicon-based compound.

10. The method of producing a graphite material according
to claim 1, in which a length in a longitudinal direction of the
furnace body viewed from an opening portion direction is
twice or more as long as a length in a lateral direction thereof.

11. The method of producing graphite material according
to claim 1, in which electrodes for applying current are placed
on inner sides of both end surfaces in the longitudinal direc-
tion of the furnace body.

12. The method of producing a graphite material according
to claim 1, in which a surface in contact with air is provided
with an oxygen barrier layer.
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